
Parts Test

No Part Name Grade Norminal pressure PN6 PN10 PN16

1 Body 500/7 Shell pressure 9bars 15bars 24bars

2 Ball Float Seat pressure 6.6bars 11bars 17.6bars

3 Fulcrum Pin Max. Temp

4 Sealing Face EPDM

5 Bolt A3

6 Bolt A3

7 Washer

8 Nut A3

9 Orifice Bracket

10 Minipad EPDM

11 Gasket EPDM

12 Bonnet 500/7

13 Orifice Cover

Designs

1

2

3

4

5

Dimensions Unit : mm

80

150

3001" / 1 1/4" 440 / 445 / 460 12 / 12 / 12 23 / 23 / 27 395 / 400 / 410

1" / 1 1/4" 190 / 200 / 200 4 / 4 / 8 18 / 18 / 18 150 / 160 / 160

1" / 1 1/4" 265 / 285 / 285 8 / 8 / 8 18 / 23 / 23 225 / 240 / 240

P.C.D.

PN6 / PN10 / PN16 PN6 / PN10 / PN16 PN6 / PN10 / PN16 PN6 / PN10 / PN16

Internal and external coating by fusion bonded epoxy powder 250 micron thickness

Single Air Release Valve Thread Type

BSP (Inner Female Thread) Flange DN
Dia. of flange Nos. of hole Dia. of hole

Inspection and test according to EN 12266

Synthetic Rubber BS 2494 

Synthetic Rubber BS 2494 

Ductile iron BS 2789 

ABS ISO 2580

Design according to EN 1074-4

Flange drilled according to BS 4504 PN6, PN10, PN16

Carbon Steel BS 1769 70 °C 

Synthetic Rubber BS 2494 

Carbon Steel BS 1769

BS 1769

Carbon Steel BS 1769

Carbon Steel BS 1769

Inner female thread according to BSP

ABS ISO 2580

Carbon Steel

ABS ISO 2580

Single Ball Air Release Valve                                      
PN6 / PN10 / PN16

Material Standard

Ductile iron BS 2789

AUT 
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